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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: HYO-240R-20W 6000K

SPEC.: 

MFR.: 

TYPE: 

DIM.: 

SUR.: 

WEIGHT: 

SERIAL No.: 

Test:U:220.16V I:0.1638A P:20.540W PF:0.5694 Freq:50.00Hz 
Lamp Flux:2060.48x1 lm
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

DATA OF LAMP PHOTOMETRIC DATA Eff: 100.32 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





--

2060.48

1

--

950.2

100.0

2060.5

DIRECT

0.0

100.0

0.89

0.90

0.0,50.5

0.0,49.5

1.25

1.35

AAAAAAAAAAAAAAAAAAAAAAAAAAA

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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ZONAL FLUX DIAGRAM

ZONAL FLUX DIAGRAM:



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120
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 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp  

DEG LUMINOUS INTENSITY:cd UNIT:lm

881.7 866.1 862.9 871.7 898.4 881.5 866.9 861.1 86.12 86.12 4.18,4.18

690.1 684.5 672.2 656.8 662.1 649.6 660.0 660.0 213.4 299.5 14.5,14.5

665.5 655.7 641.5 627.0 628.7 624.5 633.1 645.4 292.2 591.7 28.7,28.7

745.5 735.8 731.9 722.7 725.2 728.6 732.6 728.8 435.0 1027 49.8,49.8

602.8 623.5 623.7 603.2 603.4 578.4 581.4 581.1 517.5 1544 74.9,74.9

180.4 188.3 119.1 193.2 187.1 150.2 114.1 170.3 397.4 1942 94.2,94.2

48.61 48.30 47.53 48.10 51.34 48.97 46.51 47.99 74.36 2016 97.8,97.8

23.96 20.58 17.37 20.42 25.23 19.94 15.58 18.28 36.73 2053 99.6,99.6

0.5714 0.5425 0.4798 0.5357 0.5820 0.5839 0.4808 0.5608 7.879 2060 100,100

Conical surface Flux(90deg): 1287.3 lm

%lum = 62.5%

%lamp = 62.5%

Conical surface Flux(120deg): 1941.5 lm

%lum = 94.2%

%lamp = 94.2%

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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LUMINANCE LIMITATION CURVES

LUMINANCE LIMITATION CURVES

GLARE CLASS ILLUMINANCE (lx)

1.15 A 2000 1000 500 <=300

1.50 B 2000 1000 500 <=300

1.85 C 2000 1000 500 <=300

2.20 D 2000 1000 500 <=300

2.55 E 2000 1000 500 <=300

a b c d e f g h
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a/h

LUMINANCE (cd/(m2))

a b c d e f g h

C0/180 C90/270

LUMINANCE cd/(m2)

G(DEG) C0/180 C90/270

85 10999  1729

80 13800 10005

75 14610 11064

70 14213 13897

65 15133 14014

60 36071 23828

55 85151 87744

50 93772 97031

45 97304 96864

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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CU AND LUMINAIRE BUDGETARY ESTIMATE DIAGRAM
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RCR Coefficients of Utilization(CU)RCR:Room Cavity Ratio
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CONDITIONS

FLUX 5000lm

FACTOR 0.70

Hdown 0.00m

Hwork 0.00m

Ework(AVE) 100lx

 cc w fc

70 50 30

50 30 20

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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WEC AND CCEC
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RCR Wall Exitance Coeffcients(WEC)RCR:Room Cavity Ratio
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RCR Ceiling Cavity Exitance Coefficients(CCEC)RCR:Room Cavity Ratio
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C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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UGR(Unified Glare Rating) Table

ceiling/cavity

walls

working plane

Room dimensions Viewed crosswise Viewed endwise

0.7 0.7

0.5 0.5

0.2 0.2

0.7 0.7

0.3 0.3

0.2 0.2

0.5 0.5

0.5 0.5

0.2 0.2

0.5 0.5

0.3 0.3

0.2 0.2

0.3 0.3

0.3 0.3

0.2 0.2

x =  2H y =  2H

     3H

     4H

     6H

     8H

    12H

     4H      2H

     3H

     4H

     6H

     8H

    12H

     8H      4H

     6H

     8H

    12H

    12H      4H

     6H

     8H

 27.8  27.9 29.2  29.3 28.1  28.2 29.4  29.5 29.6  29.7

 27.8  27.8 29.0  29.1 28.0  28.1 29.3  29.3 29.5  29.6

 27.7  27.8 28.9  29.0 28.0  28.1 29.2  29.2 29.4  29.5

 27.7  27.7 28.8  28.9 28.0  28.0 29.1  29.1 29.4  29.4

 27.7  27.7 28.8  28.8 28.0  28.0 29.1  29.0 29.3  29.3

 27.7  27.6 28.7  28.7 28.0  28.0 29.0  29.0 29.3  29.3

 27.8  27.9 29.0  29.1 28.1  28.2 29.3  29.4 29.5  29.6

 27.8  27.9 28.8  28.9 28.1  28.2 29.1  29.2 29.4  29.5

 27.8  27.8 28.8  28.8 28.2  28.2 29.1  29.1 29.4  29.4

 27.9  27.8 28.7  28.6 28.2  28.2 29.0  29.0 29.4  29.3

 27.9  27.8 28.6  28.5 28.3  28.2 29.0  28.9 29.4  29.3

 27.9  27.7 28.6  28.4 28.3  28.2 28.9  28.8 29.3  29.2

 27.7  27.8 28.5  28.5 28.1  28.2 28.9  28.9 29.2  29.3

 27.8  27.8 28.5  28.4 28.3  28.2 28.9  28.8 29.3  29.2

 27.9  27.8 28.4  28.3 28.3  28.2 28.8  28.7 29.3  29.2

 27.9  27.7 28.4  28.2 28.4  28.2 28.8  28.6 29.3  29.1

 27.7  27.7 28.4  28.4 28.1  28.2 28.8  28.8 29.2  29.2

 27.8  27.7 28.4  28.3 28.3  28.2 28.8  28.7 29.2  29.2

 27.9  27.7 28.3  28.2 28.3  28.2 28.8  28.6 29.2  29.1

Variations with the observer position at spacings(CIE Pub.117):

S = 1.0H + 0.2 / - 0.4 + 0.5 / - 0.6

    1.5H + 1.0 / - 1.9 + 1.3 / - 2.3

    2.0H + 2.2 / - 5.8 + 2.3 / - 6.9

CIE Pub.117,  2060 lm Total Lamp Luminous Flux Corrected (8log(F/F0) = 2.5)
Area: 0.01 m2

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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UTILIZATION FACTORS TABLE

REFLECTANCE

Ceiling

Walls

Working plane

0.8

0.7

0.2

0.8

0.5

0.2

0.8

0.3

0.2

0.7

0.7

0.2

0.7

0.5

0.2

0.7

0.3

0.2

0.5

0.7

0.2

0.5

0.5

0.2

0.5

0.3

0.2

0

0

0

ROOM INDEX       UTILIZATION FACTORS(PERCENT)  k(RI) x RCR = 5

k = 0.60 59 47 40 58 47 40 57 47 40 34

0.80 70 59 52 69 59 52 68 58 52 45

1.00 80 70 64 79 70 64 77 71 63 56

1.25 88 79 73 87 78 72 84 77 71 65

1.50 93 84 78 91 84 78 89 82 77 70

2.00 99 92 87 98 91 86 94 89 85 78

2.50 102 96 91 101 95 90 97 92 88 81

3.00 105 100 95 103 98 94 99 95 92 84

4.00 108 104 100 106 102 98 102 99 96 87

5.00 110 106 102 108 104 101 103 100 98 89

ROOM INDEX UF(total) Direct

According to DIN EN 13032-2 2004 SHRNOM = 1.25Suspended

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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ISOCANDELA DIAGRAM
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Imax:950.2(H-3.0,V0.0)

 (At:C=180.0,Gamma=3.0)

UNIT: cd

10% 95.02
20% 190.0
30% 285.1
40% 380.1
50% 475.1
60% 570.1
70% 665.2
80% 760.2
90% 855.2

MAX = 950.21 
MIN = 439.70 
AVG = 688.74 
AVG/MAX = 0.72
MIN/MAX = 0.46

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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AAI Figure

1m 289.97cm264.1,948.4lx

2m 579.94cm66.03,237.1lx

3m 869.91cm29.34,105.4lx

4m 1159.87cm16.51,59.28lx

5m 1449.84cm10.56,37.94lx

6m 1739.81cm7.336,26.35lx

7m 2029.78cm5.390,19.36lx

8m 2319.75cm4.127,14.82lx

9m 2609.72cm3.261,11.71lx

10m 2899.68cm2.641,9.484lx

Height Eavg,Emax DiameterAngle:110.81deg

Flux out:1824 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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ISOLUX DIAGRAM

 56.3' 17.15m

 45.0' 13.72m

13.72m

45.0'

 33.8' 10.29m

 22.5'  6.86m

6.86m

22.5'

 11.3'  3.43m

  0.0'  0.00m

0.00m

0.0'
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 22.5'  6.86m

6.86m

22.5'

 33.8' 10.29m

 45.0' 13.72m

13.72m

45.0'

 56.3' 17.15m

MOUNTING HEIGHT: 33'(10.0m)

  3% 0.2845lx 0.02643fc

  5% 0.4741lx 0.04405fc

 10% 0.9483lx 0.0881fc

 30% 2.845lx 0.2643fc

 50% 4.741lx 0.4405fc

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
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9.5
E(lx) MH = 10 m
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C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

  (DEG)

C(DEG)

  Table--1 UNIT: cd

0

0 948

5 927

10 882

15 780

20 690

25 653

30 666

35 718

40 746

45 688

50 603

55 488

60 180

65 64.0

70 48.6

75 37.8

80 24.0

85 9.59

90 0.57

15

945

923

878

778

691

651

662

710

740

690

612

495

178

67.4

48.4

37.6

24.3

9.47

0.58

30

943

919

871

771

686

650

657

706

732

683

603

479

191

66.6

49.4

38.2

23.6

7.08

0.57

45

940

915

866

768

684

649

656

704

736

692

623

509

188

66.4

48.3

37.8

20.6

4.13

0.54

60

938

911

862

764

683

646

655

703

737

689

625

508

193

62.2

48.4

35.7

17.7

2.56

0.50

75

936

910

861

764

679

641

650

701

735

686

625

514

173

63.2

47.3

30.0

17.5

1.76

0.48

90

935

909

863

763

672

633

642

696

732

685

624

503

119

59.2

47.5

28.6

17.4

1.51

0.48

105

933

911

867

764

666

622

635

690

725

679

620

512

162

61.2

47.2

29.6

17.6

1.77

0.48

120

931

914

868

762

660

615

631

685

720

670

605

494

195

62.5

48.4

34.9

18.1

2.60

0.50

135

930

917

872

763

657

612

627

685

723

672

603

495

193

66.3

48.1

37.9

20.4

4.09

0.54

150

929

919

874

762

651

609

625

686

723

636

592

483

195

65.1

49.0

38.4

25.4

7.27

0.57

165

913

907

855

733

627

607

635

688

692

629

548

453

158

69.2

48.6

38.5

25.7

11.2

0.58

180

948

944

898

780

662

616

629

684

725

672

603

494

187

72.7

51.3

39.5

25.2

11.1

0.58

195

945

941

893

774

656

609

624

679

724

675

600

476

184

67.5

50.9

39.2

24.6

10.3

0.61

210

943

937

888

770

652

607

623

682

727

675

595

477

169

67.6

49.3

38.0

23.1

7.10

0.61

225

940

931

882

765

650

606

624

685

729

670

578

466

150

63.9

49.0

37.6

19.9

4.30

0.58

240

938

927

878

767

657

609

628

687

732

670

584

467

154

65.6

47.5

34.7

16.4

2.65

0.53

255

936

922

872

765

660

613

630

690

733

670

578

458

138

60.1

47.3

29.5

15.9

1.77

0.49

270

935

919

867

762

660

614

633

695

733

671

581

467

114

59.9

46.5

27.1

15.6

1.51

0.48

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

  (DEG)

C(DEG)

  Table--2 UNIT: cd

285

0 933

5 915

10 862

15 754

20 655

25 613

30 638

35 699

40 730

45 668

50 576

55 464

60 132

65 59.7

70 47.0

75 28.5

80 15.7

85 1.74

90 0.49

300

931

913

862

754

656

616

641

681

732

670

585

476

154

66.1

47.2

32.9

16.1

2.52

0.52

315

930

911

861

755

660

623

645

701

729

668

581

473

170

63.4

48.0

36.4

18.3

3.99

0.56

330

929

910

863

762

668

630

646

701

731

674

589

479

163

67.2

47.6

36.3

22.0

6.27

0.60

345

913

893

859

763

652

591

600

677

726

678

595

487

187

62.9

47.1

35.8

21.9

8.44

0.57

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: 10.0deg/s Test System:EVERFINE GO-3000H_V1 SYSTEM V2.00.463
Temperature:25.3℃ Humidity:65.0%

Test Distance:9.000m [K=1.0000]Operators:DAMIN
Test Date:2023-08-15 Remarks:


